GAVEA

TACCHELLAELEKTRA 1023

CNCFANUC

Technical specifications

WORKING CAPACITY

Centres distance 1000 mm

Centres height 230 mm

Longitudinal (Z) 1180 mm

Cross (X) 350 mm

Max grinding diameter conmoladx@450:400
mm

Max grinding lenght 1000 mm

WHEELHEAD

Accuracy (B axis) continuo®

External spindle power 7,5Kw

Internal spindle power 2,2 Kw

Internal spindle speed 10000-30000 Rpm

WORKPIECE HEAD

Taper CM5/ASA4
Rotating speed 10-800 Rpm
Tilt +/-10°

Gamba Macchine Srl Contacts
V.A.T.IT0O0639540988
C.F./R.l. 01581570171
REA 248813BS
C.S.802.165,00€

+39030831096
+390308913312

offerte@gambamacchine.it

Type ID/OD

Capacity 2455x1000 mm

TABLE

Stroke 1180 mm

Max workpiece weight 120 Kg
Tilt 0-9°

Cross speed 10000 mm/min

RIGHT WHEEL

Wheel band thickness 50 mm
Max wheel diameter 406 mm
Hole diameter 127 mm

TAILSTOCK

Quill stroke 35mm
Taper CM4

Where we are

Headquarter and Warehouse 1
Via Artigiani, 32 - 25063
Gardone V.T. Brescia - Italia

Category Grinding Machine

TACCHELLAELEKTRA 1023 CNC FANUC

Made Tacchella
Model ELEKTRA1023 CNCFANUC

CNC

CNC Fanuc180T
Measuring system righe ottiche

LEFT WHEEL

Wheel band thickness 80 mm
Max wheel diameter 450 mm
Hole diameter 2032 mm

FEEDS

Cross 0,0005-10000 mm/min

Closed steadies 2

Filtration unit si

Wheel balancer Yes

Mist extractor si

Maintenance & Use books Yes
Total power supply 15Kw
Machine total weight 6000 Kg
Floorspace 3740x1950 mm

Warehouse 2
Via Cadutidellavoro 41,25030

Coccaglio Brescia - Italia
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